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200ML OF CLEAN TOP SOIL MINIMUM. RED WOODCHIP MULCH TO TOP
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Contractor to provide 100mm diameter PVC sleeve under existing paving to the 
lawn area. Irrigation to be confirmed by parks team. Landscaping by owner.
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13mm FLUSH PLASTERBOARD TO BOTH SIDES OF 76 STUDS 
(UNLESS LINING BRICKWORK) WITH 75mm GLASSWOOL 
BLANKET (R1.5). EXTEND TO SOFFIT. PROVIDE VILLABOARD TO 
WET AREAS AND DUCTS.

76mm STUD WALL WITH 75 GW ACOUSTIGUARD INSULATION 
11KG TO SPEC. 1 x 13mm PLASTERBOARD TO  ONE SIDE AND 2 x 
13mm PLASTERBOARD TO OTHER. EXTEND TO SOFFIT.

PLEASE NOTE: 13mm AQUACHEK TO BE PROVIDED TO ALL WET 
AREAS UNLESS NOTED OTHERWISE.

VERTICAL SUPAWOOD FEATURE WALL.

REFER TO SHEETS A102 AND A110 FOR CONSTRUCTION 
PHASING AND HOARDING

PHASE 01 HOARDING
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INSULATION SYSTEM NOTED ABOVE.
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PAINT COLOUR SELECTION 

(REFER SPECIFICATION FOR PAINT TYPES)

DULUX NATURAL WHITE

DULUX CAPSTAN 934H5

DULUX BLACK 

DULUX CARVED PUMPKIN S11H9

SUPAWOOD / LAMINATE / MELANINE TIMBER LINING
REFER SPECIFICATION
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TIMBER ACOUSTIC PANELS TO DETAIL 
REFER SHEET A173
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PC - 2700

PAINT CODE PAINT HEIGHT
(IF CEILING HIGHER - NW ABOVE)
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CODE

ALL BULKHEAD TO BE PAINTED DULUX NATURAL WHITE UNLESS OTHERWISE NOTED.
REPAINT EXISTING WALLS WITHIN THE NEW LIBRARY AS NOTED.
REPAINT  EXISTING SKIRTING WITHIN THE NEW LIBRARY - DULUX NATURAL WHITE
PAINT ALL NEW SKIRTINGS - DULUX NATURAL WHITE

PAINT ALL NEW CEILINGS TO MATCH EXISTING UNLESS ABOVE SUPAWOOD BEAMS
PAINT CEILINGS ABOVE SUPAWOOD BEAMS - DULUX BLACK
TOUCH UP EXISTING PAINT TO MATCH WHERE LIBRARY MEETS EXISTING
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1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH ALL OTHER 
DRAWINGS, CONTRACT DOCUMENTS, SPECIFICATIONS, APPLICABLE 

STANDARDS AND EQUIPMENT SCHEDULES.
2. DO NOT SCALE OFF THIS DRAWING. USE FIGURED DIMENSIONS 

ONLY.
3. ALL NOTED DIMENSIONS HAVE BEEN BASED OFF PROVIDED IFC 

DOCUMENTATION SETS. ALLOWANCES ARE TO BE MADE FOR ANY ON 

SITE VARIATIONS BETWEEN THE PROVIDED DRAWINGS AND AS-CON 
CONDITIONS. PLEASE INFORM THE ARCHITECT IMMEDIATELY 
SHOULD ANY DIFFERENCES BE FOUND.

4. INFORM THE ARCHITECT OF ANY CONFLICT BETWEEN THE SITE 
CONDITIONS AND DOCUMENTS. 

5. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS  NOTED 

OTHERWISE.
6. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS ON SITE PRIOR 

TO COMMENCING WORK.
7. REFER TO ENGINEER'S DRAWINGS FOR STRUCTURAL WORK AND 

CONCRETE WORK.

8. WET AREA & APPLIANCE DETAILS PROVIDED BY OWNER (CONFIRM 
FIXTURES WITH OWNER PRIOR TO POURING CONCRETE SLAB)

9. DETAILS MAY VARY ACCORDING TO ON SITE CONSTRUCTION BY 
OWNER/ BUILDER.

10. ALL SERVICE LOCATIONS TO BE CHECKED ON SITE.

11. TELSTRA SERVICES NOT AVAILABLE FROM DIAL BEFORE YOU DIG. 
CHECK ON SITE.

12. BUILDER RESPONSIBLE FOR ACQUIRING ALL APPROVALS AND 
PERMITS PRIOR TO COMMENCEMENT.

13. CIVIL AND HYDRAULIC DESIGN INDICATIVE ONLY. DESIGN, 
SPECIFICATION AND DOCUMENTATION OF ALL CIVIL AND HYDRAULIC 

ITEMS TO BE CONFIRMED BY A QUALIFIED ENGINEER OR 
CONTRACTOR PRIOR TO CONSTRUCTION.

GENERAL NOTES

©

THE COPYRIGHT OF THIS DRAWING ALONG WITH ANY OTHER DOCUMENTS 
PREPARED BY WHITEHAUS PTY LTD REMAINS THE PROPERTY OF WHITEHAUS PTY 
LTD. WHITEHAUS PTY LTD GRANTS LICENSE FOR THE USE OF THIS DOCUMENT FOR 
THE PURPOSE FOR WHICH THEY ARE  INTENDED ONLY. THE LICENCE IS NOT 
TRANSFERABLE WITHOUT THE WRITTEN PERMISSION FROM WHITEHAUS PTY LTD

THIS DRAWING IS TO BE PRINTED IN COLOUR. FAILURE TO DO SO MAY 

RESULT IN LOSS OF INFORMATION.

1. AS THE PROJECT INVOLVES ADDITIONS AND ALTERATIONS TO AN 
EXISTING BUILDING - ALL DIMENSIONS, HEIGHTS, ROOF PITCHES ETC. 

MUST BE CHECKED AND CONFIRMED ON SITE BEFORE COMMENCING 
ANY CONSTRUCTION, DEMOLITION OR NEW WORKS.

2. THESE PLANS ARE INTENDED AS A GUIDE TO DEMOLITION REQUIRED 
ONLY. CONTRACTOR IS TO ALLOW FOR ANY OTHER DEMOLITION 
WORKS NOT SHOWN IN THIS DRAWING SET WHICH IS REQUIRED TO 

COMPLETE FINAL WORKS. TO BE READ IN CONJUNCTION WITH ALL 
CONSULTANT DRAWINGS AND SPECIFICATIONS.

3. MAKE GOOD TO ALL WALLS, DOORS, FLOORS AND CEILINGS WHERE 
DEMOLITION HAS OCCURED INCLUDING FINISHES, SKIRTINGS AND 
CORNICES.

4. ALL RETAINED WORKS ARE TO BE SUITABLY PROTECTED DURING 
CONSTRUCTION.

5. ALL ELECTRICAL AND MECHANICAL EQUIPMENT ASSOCIATED WITH 
DEMOLITION OF SERVICES ARE TO BE DECOMMISSIONED AND 
REMOVED BY A QUALIFIED SPECIALIST FOR REUSE.

6. MAKE GOOD ALL OTHER WALLS.
7. THE STRUCTURAL INTEGRITY OF ALL LOAD BEARING STRUCTURES IS 

TO BE CONFIRMED BY A QUALIFIED PERSONS PRIOR TO THE 
COMMENCEMENT OF ANY DEMOLITION WORKS. EXTREME CARE IS 
TO BE TAKEN WHEN REMOVING ANY STRUCTURE CLOSE TO LOAD 

BEARING ITEMS AND ALL STRUCTURALLY INTEGRAL COMPONENTS 
ARE TO BE PROTECTED THROUGHOUT CONSTRUCTION

DEMOLITION NOTES

As indicated
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Mills Park Library and Kenwick

Activity Centre
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A111

Proposed Ground Floor and
Floor Finishes Plan

86 Brixton Street and 82 Kenwick Road
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Mills Park Library
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Mills Park Ground Floor  - Proposed General Arrangement
1

PLEASE NOTE: ITEMS NOTED FOR REUSE AND RELOCATION ARE TO BE 
CONSIDERED INDICATIVE ONLY. WHERE POSSIBLE, THE ITEM  FOR REUSE IS TO 
BE SELECTED FROM ALL THOSE MARKED FOR REMOVAL AND CONSIDERED 
FROM THOSE THAT REMAIN IN THE BEST CONDITION.
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Mills Park Ground Floor  - Floor Finishes
2

Rev Description Date

T Issued for Tender 05/05/21

T.1 Revised for Tender 28/06/21
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Mills Park Ground Floor  - Wall Finishes
3
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